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Introduction
The FortiAnalyzer is a network appliance that provides reporting, data analysis and 
integrated log collection tools. Detailed log reports provide historical as well as current 
analysis of network traffic, such as email, FTP and web browsing activity, to help identify 
security issues and reduce network misuse and abuse.
The FortiAnalyzer unit provides a selection of reporting tools from detailed reports that can 
be scheduled or generated on demand, to basic traffic sniffing and real-time network 
monitoring.

Registering your Fortinet product
Before you begin, take a moment to register your Fortinet product at the Fortinet Technical 
Support web site, https://support.fortinet.com.
Many Fortinet customer services, such as firmware updates, technical support, and 
FortiGuard Antivirus and other FortiGuard services, require product registration.
For more information, see the Fortinet Knowledge Center article Registration Frequently 
Asked Questions.

Customer service and technical support
Fortinet Technical Support provides services designed to make sure that your Fortinet 
products install quickly, configure easily, and operate reliably in your network. 
To learn about the technical support services that Fortinet provides, visit the Fortinet 
Technical Support web site at https://support.fortinet.com.

Fortinet documentation 
The Fortinet Technical Documentation web site, http://docs.fortinet.com, provides the 
most up-to-date versions of Fortinet publications, as well as additional technical 
documentation such as technical notes.
In addition to the Fortinet Technical Documentation web site, you can find Fortinet 
technical documentation on the Fortinet Tools and Documentation CD, and on the Fortinet 
Knowledge Center.

Fortinet Tools and Documentation CD
Many Fortinet publications are available on the Fortinet Tools and Documentation CD 
shipped with your Fortinet product. The documents on this CD are current at shipping 
time. For current versions of Fortinet documentation, visit the Fortinet Technical 
Documentation web site, http://docs.fortinet.com.

Fortinet Knowledge Center 
The Fortinet Knowledge Center provides additional Fortinet technical documentation, 
such as troubleshooting and how-to-articles, examples, FAQs, technical notes, a glossary, 
and more. Visit the Fortinet Knowledge Center at http://kc.fortinet.com.
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Conventions Introduction
Comments on Fortinet technical documentation 
Please send information about any errors or omissions in this or any Fortinet technical 
document to techdoc@fortinet.com.

Conventions
Fortinet technical documentation uses the conventions described below.

IP addresses
To avoid publication of public IP addresses that belong to Fortinet or any other 
organization, the IP addresses used in Fortinet technical documentation are fictional and 
follow the documentation guidelines specific to Fortinet. The addresses used are from the 
private IP address ranges defined in RFC 1918: Address Allocation for Private Internets, 
available at http://ietf.org/rfc/rfc1918.txt?number-1918.

CLI constraints
CLI constraints, such as <address_ipv4>, indicate which data types or string patterns 
are acceptable input for a given parameter or variable value. CLI constraint conventions 
are described in the CLI Reference document for each product.

Notes, Tips and Cautions
Fortinet technical documentation uses the following guidance and styles for notes, tips 
and cautions.

Typographical conventions
Fortinet documentation uses the following typographical conventions:

Tip: Highlights useful additional information, often tailored to your workplace activity.

Note: Also presents useful information, but usually focused on an alternative, optional 
method, such as a shortcut, to perform a step.

Caution: Warns you about commands or procedures that could have unexpected or 
undesirable results including loss of data or damage to equipment.

Table 1: Typographical conventions in Fortinet technical documentation

Convention Example
Button, menu, text box, 
field, or check box label

From Minimum log level, select Notification.

CLI input config system dns
set primary <address_ipv4>

end

CLI output FGT-602803030703 # get system settings
comments            : (null)
opmode              : nat 
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Emphasis HTTP connections are not secure and can be intercepted by 
a third party.

File content <HTML><HEAD><TITLE>Firewall 
Authentication</TITLE></HEAD>
<BODY><H4>You must authenticate to use this 
service.</H4>

Hyperlink Visit the Fortinet Technical Support web site, 
https://support.fortinet.com.

Keyboard entry Type a name for the remote VPN peer or client, such as 
Central_Office_1.

Navigation Go to VPN > IPSEC > Auto Key (IKE).

Publication For details, see the FortiGate Administration Guide.

Table 1: Typographical conventions in Fortinet technical documentation
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Hardware installation
You can install any model of the FortiAnalyzer units as a free-standing appliance on any 
flat, stable surface, providing you adhere to the environmental and air flow specifications 
outlined below. You can also choose to install the FortiAnalyzer-400B and higher unit in a 
standard 19-inch rack or cabinet.
This chapter contains the following topics:
• Environmental specifications
• Cautions and warnings
• Mounting the FortiAnalyzer unit
• Powering on the FortiAnalyzer unit
• Powering off the FortiAnalyzer unit

Environmental specifications
Before you begin, review the environmental specifications to ensure proper operation of 
the FortiGate unit.
• Operating temperature: 32 to 104°F (0 to 40°C)

If you install the Fortinet unit in a closed or multi-unit rack assembly, the operating 
ambient temperature of the rack environment may be greater than room ambient 
temperature. Therefore, make sure to install the equipment in an environment 
compatible with the manufacturer's maximum rated ambient temperature.

• Storage temperature: -13 to 158°F (-25 to 70°C)
• Humidity: 5 to 90% non-condensing
• Air flow - For rack installation, make sure that the amount of air flow required for safe 

operation of the equipment is not compromised.
• For free-standing installation, make sure that the appliance has at least 1.5 in. (3.75 

cm) of clearance on each side to allow for adequate air flow and cooling.
This device complies with part FCC Class A or Class B, Part 15, UL/CUL, C Tick, CE
and VCCI. Operation is subject to the following two conditions:
• This device may not cause harmful interference, and
• This device must accept any interference received, including interference that may 

cause undesired operation.
This equipment has been tested and found to comply with the limits for a Class B digital 
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This 
equipment generates, uses and can radiate radio frequency energy and, if not installed 
and used in accordance with the instructions, may cause harmful interference to radio 
communications. However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off and on, the 
user is encouraged to try to correct the interference by one or more of the following 
measures:
ortiAnalyzer Version 4.0 MR1 Install Guide
evision 2 11
ttp://docs.fortinet.com/ • Feedback 

http://docs.fortinet.com/
http://docs.fortinet.com/surveyredirect.html


Cautions and warnings Hardware installation
• Reorient or relocate the receiving antenna.
• Increase the separation between the equipment and receiver.
• Connect the equipment into an outlet on a circuit different from that to which the 

receiver is connected.
• Consult the dealer or an experienced radio/TV technician for help.
The equipment compliance with FCC radiation exposure limit set forth for uncontrolled 
Environment.

Cautions and warnings
Review the following cautions before installing your Fortinet unit.
• You must strictly follow the procedures in this document to protect yourself as well as 

others who may be involved. Your FortiAnalyzer may be very large and heavy and 
proper preparation and planning are important to prevent injury to yourself and to 
others. This precaution becomes increasingly important when the FortiAnalyzer units 
are installed high up in the rack.

• Before installing For ti Analyzers in a rack, install front and side stabilizers on stand-
alone racks or the front stabilizer on racks joined to other racks. Failure to install 
stabilizers accordingly before installing For ti Analyzers in a rack could cause the rack 
to tip over, potentially resulting in bodily injury under certain circumstances. Therefore, 
always install the stabilizer(s) before installing components in the rack.

• The VersaRails rack kit is intended to be installed by trained service technicians in a 
rack that meets the specifications of American National Standards Institute 
(ANSI)/Electronic Industries Association (EIA) standard ANSI/EIA-310-D-92, 
International Electrotechnical Commission (IEC) 297, and Deutsche Industrie Norm 
(DIN) 41494. One rack kit is required for each FortiAnalyzer that is installed in a rack.

• Do not install rack kit components designed for another FortiAnalyzer. Use only the 
rack kit for your FortiAnalyzer. Using the rack kit for another FortiAnalyzer may result in 
damage to the FortiAnalyzer and personal injury to yourself and to others.

• Rack cabinets can be extremely heavy and move easily on their casters. They do not 
have brakes. Use extreme caution while moving the rack cabinet. Retract the leveling 
feet when relocating the rack cabinet. Avoid long or steep inclines or ramps where loss 
of cabinet control may occur. Extend the leveling feet for support and to prevent the 
cabinet from rolling.

• When installing multiple For ti Analyzers in a rack, complete all of the procedures for 
the current FortiAnalyzer before attempting to install the next FortiAnalyzer.

• To reduce the risk of fire, use only No. 26 AWG or larger UL listed or CSA certified 
telecommunication line cord.

Grounding
• Ensure the FortiAnalyzer unit is connected and properly grounded to a lightning and 

surge protector. WAN or LAN connections that enter the premises from outside the 
building should be connected to an Ethernet CAT5 (10/100 Mb/s) surge protector.

• Shielded Twisted Pair (STP) Ethernet cables should be used whenever possible rather 
than Unshielded Twisted Pair (UTP).

• Do not connect or disconnect cables during lightning activity to avoid damage to the 
Fortinet unit or personal injury.
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Rack mount instructions
Elevated operating ambient - If installed in a closed or multi-unit rack assembly, the 
operating ambient temperature of the rack environment may be greater than room 
ambient. Therefore, consideration should be given to installing the equipment in an 
environment compatible with the maximum ambient temperature (Tma) specified by the 
manufacturer.
Reduced air flow - Installation of the equipment in a rack should be such that the amount 
of air flow required for safe operation of the equipment is not compromised.
Mechanical loading - Mounting of the equipment in the rack should be such that a 
hazardous condition is not achieved due to uneven mechanical loading.
Circuit overloading - Consideration should be given to the connection of the equipment 
to the supply circuit and the effect that overloading of the circuits might have on 
overcurrent protection and supply wiring. Appropriate consideration of equipment 
nameplate ratings should be used when addressing this concern.
Reliable earthing - Reliable earthing of rack-mounted equipment should be maintained. 
Particular attention should be given to supply connections other than direct connections to 
the branch circuit (e.g. use of power strips).

Mounting the FortiAnalyzer unit
FortiAnalyzer-100B and 100C models

Adhere the rubber feet included in the package to the underside of the FortiAnalyzer unit, 
near the corners of the unit if not already attached.
Place the FortiAnalyzer unit on any flat, stable surface. Ensure the FortiAnalyzer unit has 
sufficient clearance on each side to ensure adequate airflow for cooling.
If you remove the rubber feet, you can alternatively mount the FortiAnalyzer unit in a 2U-
tall space in any standard 19-inch rack unit.

FortiAnalyzer-400B, 800, and 2000 models
The FortiAnalyzer unit can be placed on any flat surface, or mounted in a standard 19-inch 
rack unit.
When placing the FortiAnalyzer unit on any flat, stable surface, ensure the unit has 
adequate clearance on each side to ensure adequate airflow for cooling.
For rack mounting, use the mounting brackets and screws included with the FortiAnalyzer 
unit. 

To install the FortiAnalyzer unit into a rack
1 Attach the mounting brackets to the side to the unit so that the brackets are on the front 

portion of the FortiAnalyzer unit if they are not already attached when shipped. Ensure 
that the screws are tight and not loose.

Note: Fortinet recommends purchasing side rail mounts or similar rack mount aids 
separately to ensure the FortiAnalyzer unit is attached safely to the rack.

Caution: To avoid personal injury, you may require two or more people to install the 
FortiAnalyzer unit in the rack.
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Mounting the FortiAnalyzer unit Hardware installation
2 Position the FortiAnalyzer unit in the rack to allow for sufficient air flow.
3 Line up the mounting bracket holes to the holes on the rack, ensuring the FortiAnalyzer 

unit is level.
4 Finger tighten the screws to attach the FortiAnalyzer unit to the rack.
5 Once you verify the spacing of the FortiAnalyzer unit and that it is level, tighten the 

screws with a screwdriver. Ensure that the screws are tight and not loose.

FortiAnalyzer-800B, 2000A, 4000 and 4000A models
To mount the FortiAnalyzer unit on a 19 in rack or cabinet, use the slide rails included with 
the product. The rails enable you to safely pull the FortiAnalyzer units out from the rack to 
access the back or top of the unit.

Mounting requires three steps:
• disassembling the slide rail from the rail housing
• attaching the slide rail to the sides of the FortiAnalyzer unit
• mounting the FortiAnalyzer unit to the rack or cabinet.

Disassembling the slide rail
The slide rail assembly has two moving rails within the rail housing. You need to remove 
the innermost rail. This rail will attach to the sides of the FortiAnalyzer unit.

Figure 1: FortiAnalyzer side rail

To remove the side rail
1 Open the slide rails package and remove the rails.

Caution: To avoid personal injury or damage to the FortiAnalyzer unit, it is highly 
recommended a minimum of two people perform this procedure.

Rail housing Sliding Rail
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